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HARDENER D™
Liquid Stencil Hardener That
Improves the Durability and
Water Resistance of 
QT-DISCHARGE Emulsion

Hardener D is a liquid stencil hardener

formulated for use with QT-DISCHARGE

direct emulsion to improve its durability and

water resistance. Hardener D can be used

with other textile emulsions but will make

stencil removal more difficult and may

embrittle the stencil.

Ulano Total Screen Chemistry products

are manufactured to the highest standards in

the industry.They are completely compatible

with all Ulano stencil systems—Direct

Emulsions, CDF® Direct-Films, Indirect

System Photographic Films, Knifecut Stencil

Films, and Ulanoline® Direct/Indirect Films.

Together, they comprise a comprehensive 

system of screen care and stencil production

products for the quality-oriented screen

printer. Ulano Total Screen Chemistry

products enable screen printers to make 

consistent, trouble free stencils--every time.

PRODUCT FEATURES BENEFITS

Advanced formulation Improves the durability and water 

resistance of QT-DISCHARGE 

emulsion

Can be used with other textile 

emulsions

Three modes of drying/curing possible Apply, dry, and use in 1 hour or less

Apply and dry for 24 hours at room 

temperature 

Heat cure

Environmentally friendly Virtually Odorless

Classified VOC-free; biodegradable 

Shelf life 1 year at 68º F. (20º C.)

FORMATS
Hardener D is available in quart (946 ml.), U.S. gallon (3.78 lt.), 5 U.S. gallon (18.92
lt.), and 50 U.S. gallon (189.25 lt.) units. Quart units are packaged 12 per carton; U.S.
gallon units are packaged 4 per carton; 5 and 50 U.S. gallon units are packaged 
individually.
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