TOTAL SCREEN C

RED BLOCKOUT™

A Water-Soluble Blockout for
Use with Medium to Fine Mesh
Counts

Red Blockout is a non-flammable, watersolu-
ble screen filler for use with all types of stencil
systems and all types of mesh. Its viscosity
makes it ideal for mesh counts in the medium
to fine range. Red Blockout can be used for
touch-ups at full strength or thinned with
water. Red Blockout contains no organic
solvents; it can be used in unventilated rooms.

Use only with non-aqueous inks.

Ulano Total Screen Chemistry products are
manufactured to the highest standards in the
industry. They are completely compatible with
all Ulano stencil systems—Direct Emulsions,
CDF® Direct-Films, Indirect System
Photographic Films, Knifecut Stencil Films,
and Ulanoline® Direct/Indirect Films.
Together, they comprise a comprehensive
system of screen care and stencil production
products for the quality-oriented screen
printer. Ulano Total Screen Chemistry
products enable screen printers to make

consistent, trouble free stencils-every time.
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PRODUCT FEATURES

Resists all solvent-based inks
Ideal for touch-ups
Red color

Environmentally friendly

Can be removed with water
Extended shelf life

FORMATS

Red Blockout is available in quart (946 ml.), U.S. gallon (3.78 It.), 5 U.S. gallon (18.92
It.) and 50 U.S. gallon (189.25 It.) units. Quart units are packaged 12 per carton; U.S.
gallon units are packaged 4 per carton; 5 and 50 U.S. gallon units are packaged
individually.
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